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High efficiency / sensitivity
Multi  roll cloth surround
Die cast baskets with jet-black finish
Multi-vent cooling system
Heavy duty magnets
Push on terminals
4” voice coils

Specification PRO-X128 PRO-X158 PRO-X184

Power 
Handling

600 WRMS
1200 WMAX

700 WRMS
1400 WMAX

800 WRMS
1600 WMAX

Impedance 8-Ohm 8-Ohm 4-Ohm

Efficiency 
(1W/1M) 96 dB SPL 97.5 dB SPL 98 dB SPL

Cutout 
Diameter

11-1/8”
(284mm)

14-3/16”
(360mm)

16-15/16”
(430mm)

Mounting 
Depth

4-13/16”
(122mm)

5-3/4”
(146mm)

7-11/16”
(195mm)

Earthquake Sound Pro-X Series die cast professional 
subwoofers are specifically designed to deliver hard 
hitting bass with tight sound. 

Available in 12-inch, 15-inch and 18-inch sizes, these die 
cast Pro-X woofers are perfect for car audio as well as 
prosound/DJ applications. They are also ideal for small 
ported or sealed enclosures.

DIE CAST PRO-X SUBS

FEATURES

PRO-X128

PRO-X158

$275/pc

MSRPMODEL

$350/pc

PRO-X184 $450/pc

PRO-X128

PRO-X128

PRO-X158

PRO-X158

PRO-X184

PRO-X184


	Page 1

