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Unlimited display devices using 
IP100UHD-RX Receivers (Subject 
to network switch capabilities.

Unlimited source devices using 
IP100UHD-TX Transmitters 
(Subject to network switch 
capabilities).
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Link

RXTX CH Select

Rx Tx Gnd

RS-232 CH
IP100UHD-RX

RX DC IN
24 56V~

IR

L/R

MULTICAST UHD

IR

Link

RXTX CH Select

Rx Tx Gnd

RS-232 CH
IP100UHD-RX

RX DC IN
24 56V~

IR

L/R

MULTICAST UHD

IR

HDMI Out

Link

RXTX CH Select

Rx Tx Gnd

RS-232 CH
IP100UHD-RX

RX DC IN
24 56V~

IR

L/R

MULTICAST UHD

IR

HDMI Out

HDMI Out

Link

RXTX CH Select

Rx Gnd

RS-232 CH
IP100UHD-RX

RX DC IN
24 56V~

IR

L/R

MULTICAST UHD

IR

HDMI Out

Link

RXTX CH Select

Rx Tx Gnd

RS-232 CH
IP100UHD-RXMULTICAST UHD

L/RRX DC IN
24 56V~HDMI Out

IRIR

ZONE 01

ZONE 02HDMI Over IP System Design – Video Wall Configuration
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CM100 Bridges existing network to 
Blustream Multicast video network
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