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Features:
  Suitable for all mobile carriers
  Connector Type N female 
     Includes RG58 cable x 300mm L
 Sealed design offering strong protection and weather resistance

The Blackhawk Indoor Side Mount Antenna is designed to operate with all mobile carriers, regardless of what 
frequency they operate on. 

This side mount antenna offers a 7 or 8 dBi gain depending on MHz range and is suitable as an indoor antenna or 
panel antenna. It is able to be mounted on a wall.

No longer do you have to buy a new antenna when you switch carriers or be concerned what frequency your 
antenna supports.

Perfect for indoor mobile repeater applications.

Blackhawk Indoor Panel Antenna 
698-960/1710-2700 MHz, 7/8dBi (BH-WAL-698/2700-65)

ELECTRICAL SPECIFICATIONS 
Freq Range  698-960/1710-2700MHz
Impedance  50 Ω
VSWR ≤ 1.8 / 1.5
Gain 7 / 8 dBi
Max Input Power 50W
PPolarisation    Vertical

 

MECHANICAL SPECIFICATIONS
Dimensions 210mm x 180mm x 43mm
Weight 0.5 kg
Operating Temperature  -40°C- +65°C
Connector  N-Female
Material  Aluminium
AAntenna Colour   White

              BLACKHAWK INDOOR PANEL ANTENNA


